
High Performance/Pressure Filter
Flows to 189 L/min (50 USgpm)

Service Data

HL15 Series

5057.13/EN/0198/S

Included in seal kit P–233055–01 Buna
Included in seal kit P–233055–03 Viton
Included in Bowl kit P234930
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NOTE: Bowl kits contain Buna–N seals, to order
Viton seals, replace B in partnumber with a V.
Example:
From: P–133237–03B, for Buna.
To: P–133237–03V, for Viton.

Bowl kits contain (Bowl, “O” Ring)
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40005 Hold down spring

P-134230 Cover

5/16 –18 UNC x 1” Hex flange
bolt (4 Req’d)

AS568-160 “O” Ring

P-235098 Bypass valve assy.
 1,7 bar (25 psid)

P-234728 Bypass valve assy.
  3,4 bar (50 psid)

Head Sub-assembly
(see model code)

AS568-355 “O” Ring

See bowl kits

Eaton Hydraulics Incorporated
14615 Lone Oak Road.
Eden Prairie, MN 55344
U.S.A.

Bowl length
mm (in)

P-234930 329,4 (12.97) 229 (9.0)

Element code
length mm (in)

Filter element assembly
(see element model code)
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AS568-251 “O” Ring��

Bowl length

�

Vickers®

Filters



HL15 Housing Dimensions
∅  177,8
(7.00)

mm (inch)

∅  180,3
(7.10)

Optional second port

170,2
(6.70)

∅  110,5
(4.36)

105,4
(4.15)

Model 3 - 193,5 (7.62) 
Model 9 - 193,5 (7.62)

30,5
(1.20)

49,3
(1.94)

11,2
(0.44)

11,2 (.44) dia. 4-holes equally
spaced on 158,8 (6.25) bolt circle

5/16 - 18 UNC 1” long (4 places)

Accessories
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76,2
(3.00) 31,1

(1,22)

1/8” NPT

A
B

31,1
(1.22)

31,1
(1.22)

Switch 1,2 bar (18 psi) Brad Harrison P-234117-01
Switch 2,4 bar (35 psi) Brad Harrison P-234118-01 
Switch 1,2 bar (18 psi) DIN P-233051-01
Switch 2,4 bar (35 psi) DIN P-233573-01
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7/16 - 20 UNF
thru (4) on 
6.25 dia BC
equally spaced

12,7
(0.50)
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∅  127,0
(5.00)

7/16 - 20 UNF
x 0.75 long
grade 8
recommended

∅  181,0
(7.12)

 Vickers, Incorporated 1998, All Rights Reserved

Connector A B

DIN 43650 48,2 (1.90) 34,9 (1.37)
Brad Harrison 59,2 (2.33) 45,7 (1.80)

∅  40,0
(1.58)



3 – Bypass set at 1.72  + 0.21 bar 
(25 + 3 PSID) cracking pressure.

4 – Bypass set at 3.5  + 0.35 bar 
(50 + 5 PSID) cracking pressure.

D – 1.875–12UN SAE–24 straight
thread (SAE–J514) (11/2” tube)

E – 11/2” SAE–J518 4-bolt split flange
Code 61

1 – 10 bar (150 PSID)

3 – 203,0 (8.00) 229, (9.0)
9 – 203,0 (8.00) with 229, (9.0)
307,9 (12.12)
extension tube

Head Sub-assembly Model Code

1

2

3

4

3 4 5 876 91 2

8

9

Filter series

HL15

Element collapse rating

Port option

Valve bypass setting option

Element Model Code

3 4 5 61 2

B – Buna–N
V – Viton–A

10

Element construction

C – C–pak (1,3,5,10 & 20 grade)

Fluid cleanliness ratings

Code Fluid
cleanliness level

03
05
10
20

16/14/12 or better
18/16/14 or better
20/18/15 or better
22/19/16 or better

51 Filter element

V405 – For use with HL15 series filters

2

3

4 6

Element collapse rating

1 – 150 PSID

Seal material
B – Buna–N
V – Viton–A

Bowl length
mm (in)

Element construction

6

The table above assumes limited
ingression and a single pass of pump
flow through the element. For more
detailed information, please consult
Vickers Guide to Systemic
Contamination Control 561 or contact
your local Vickers Distributor.

Bowl length
mm (in)

Element code
length mm (in)

7

Seal material

10

1 – No indicator, pipe plug installed
2 – 0 to 13,8 bar (200 psi) press. gage
4 – 0 to 4,14 bar (60 psi pressure gage
6 – Electrical switch 1,24 bar (18 psi)

Brad Harrison
7 – Electrical switch 2,4 bar (35 psi)

Brad Harrison
8 – Electrical switch 1,24 bar (18 psi)
 DIN 43650
9 – Electrical switch 2,4 bar (35 psi)
 DIN 43650

Indicator type5

Secondary port option

T – 1.875–12UN SAE–24 straight
 thread (11/2” tube)
Z – 11/2” SAE 4-bolt split flange Code 61
N – No secondary port.

Element
construction

C–pak
C–pak
C–pak
C–pak

Fluid cleanliness ratings

Code Target fluid
cleanliness level

03
05
10
20

16/14/12 or better
18/16/14 or better
20/18/15 or better
22/19/16 or better

Element code
length mm (in)

3 – 203,0 (8.00) 229,0 (9.00)
9 – 203,0 (8.00) with 229,0 (9.00)
307,9 (12.12)
extension tube

C – C–pak (1,3,5,10 & 20 grade)

100,3
(4.0)

dia. typ.

Refer to 
model
code

Element Dimensions mm (in.)


