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Hose Clamps CLAMPING

DIA.

CATALOG

NUMBER

BOLT

HOLE

1/4 HK0509 1/4

3/8 HK0709 9/32

7/16 HK0809 9/32

1/2 HK0913 13/32

9/16 HK1013 13/32

5/8 HK1113 13/32

11/16 HK1213 13/32

3/4 HK1313 13/32

13/16 HK1413 13/32

7/8 HK1513 13/32

15/16 HK1613 13/32

1 HK1713 13/32

1-1/16 HK1813 13/32

1-1/8 HK1913 13/32

1-3/16 HK2017 17/32

1-1/4 HK2117 17/32

1-3/8 HK2317 17/32

1-1/2 HK2517 17/32

1-9/16 HK2617 17/32

1-3/4 HK2917 17/32

1-7/8 HK3117 17/32

1-15/16 HK3217 17/32

2 HK3317 17/32

2-5/32 HK3417 17/32

2-21/32 HK3817 17/32

E.F.I. Hose Clamps CLAMP

SIZE

CATALOG 

NUMBER

MINIMUM

DIA.

MAXIMUM

DIA.

NOMINAL

DIA.

04 6207-004 .433 .551 .512

05 6207-005 .472 .590 .551

06 6207-006 .551 .669 .630

Hose 
Clamps

Typical Application: Hose support 
for long hose lengths. Also used 
to insure proper hose routing 
where abrasion, moving parts or 
heat may exist.

Material: C1010 steel with 1/32" 
thick black vinyl cushion.

Plating: Zinc-plated dichromate 
finish.

Typical Application: Electronic fuel 
injection hose.

Material: Plated carbon steel; 
23/64" (9mm) band width.
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Gear Clamp

Full and Micro Size Partial  

Stainless Steel Clamps  

SAE J1508 Type F

*Micro size clamps

CLAMP

SIZE

CATALOG 

NUMBER

MINIMUM

DIA.

MAXIMUM

DIA.

NOMINAL

DIA.

*004 6205-004 7/32 5/8 1/4

*006 6205-006 5/16 7/8 1/2

006 6203-006 3/8 7/8 1/2

008 6203-008 7/16 1 9/16

010 6203-010 9/16 1-1/16 5/8

012 6203-012 9/16 1-1/4 3/4

016 6203-016 11/16 1-1/2 1

020 6203-020 3/4 1-3/4 1-1/4

024 6203-024 1-1/16 2 1-1/2

028 6203-028 1-5/16 2-1/4 1-3/4

032 6203-032 1-9/16 2-1/2 2

036 6203-036 1-13/16 2-3/4 2-1/4

040 6203-040 2-1/16 3 2-1/2

044 6203-044 2-5/16 3-1/4 2-3/4

048 6203-048 2-9/16 3-1/2 3

052 6203-052 2-13/16 3-3/4 3-1/4

056 6203-056 3-1/16 4 3-1/2

064 6203-064 3-9/16 4-1/2 4

072 6203-072 4-1/16 5 4-1/2

080 6203-080 4-5/8 5-1/2 5

088 6203-088 4-3/32 6 5-1/2

096 6203-096 4-1/2 6-1/2 6

104 6203-104 5 7 6-1/2
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Hose 
and Gear 
Clamps

Hose Clamp

Round Wire Clamps

CLAMP

SIZE

HOSE

SIZE

CATALOG 

NUMBER

MINIMUM

DIA.

MAXIMUM

DIA.

NOMINAL

DIA.

06 1/4 1538 .370 .380 .375

08 5/16 1539 .551 .573 .562

10 3/8 1540 .610 .640 .625

Typical Application: Industrial, automotive, agriculture, and general mar-
ket applications.

Material: Carbon steel spring wire.

Plating: Zinc-plated dichromate finish.

Clamps are suitable for a wide 
variety of uses including auto-
motive, heavy-duty equipment, 
agriculture, and general industry.

Weatherhead® partial stainless 
steel clamps utilize a 300 Series 
stainless steel band and hous-
ing with a steel case-hardened, 
zinc-plated and chromate-dipped 
screw. They feature a 9/16" 
(14.3mm) band  housing with a 
5/16" (8mm) hexagon and screw-
driver slotted screw.

Micro part stainless clamps have 
a 5/16" (8mm) band and housing 
manufactured with a 300 Series 
stainless steel.
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Full and Micro Size All   

Stainless Steel Clamps  

SAE J1508 Type F

*Micro size clamps

CLAMP

SIZE

CATALOG 

NUMBER

MINIMUM

DIA.

MAXIMUM

DIA.

NOMINAL

DIA.

*004 6206-004 7/32 5/8 1/4

*006 6206-006 5/16 7/8 1/2

006 6204-006 3/8 7/8 1/2

008 6204-008 7/16 1 9/16

010 6204-010 9/16 1-1/16 5/8

012 6204-012 9/16 1-1/4 3/4

016 6204-016 11/16 1-1/2 1

020 6204-020 3/4 1-3/4 1-1/4

024 6204-024 1-1/16 2 1-1/2

028 6204-028 1-5/16 2-1/4 1-3/4

032 6204-032 1-9/16 2-1/2 2

036 6204-036 1-13/16 2-3/4 2-1/4

040 6204-040 2-1/16 3 2-1/2

044 6204-044 2-5/16 3-1/4 2-3/4

048 6204-048 2-9/16 3-1/2 3

052 6204-052 2-13/16 3-3/4 3-1/4

056 6204-056 3-1/16 4 3-1/2

064 6204-064 3-9/16 4-1/2 4

072 6204-072 4-1/16 5 4-1/2

080 6204-080 4-5/8 5-1/2 5

088 6204-088 4-3/32 6 5-1/2

096 6204-096 4-1/2 6-1/2 6

104 6204-104 5 7 6-1/2

Gear 
Clamps

Weatherhead’s® all stainless steel 
construction offers maximum 
protection against corrosion. 
Applications include chemical, 
marine, food processing, dairy, 
automotive, electrical and plumbing.

Full size all stainless clamps are 
manufactured with 300 Series 
stainless steel. They feature a 
9/16" (14.3mm) band and housing 
with a 5/16" (8mm) hexagon and 
screwdriver slotted screw.

Micro all stainless clamps have 
a 5/16" (8mm) band housing 
manufactured with a 300 Series 
stainless steel.

The 1/4" (6.35mm) hexagon and 
screwdriver slotted screw features 
410 stainless steel.
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